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David Piecuch 
UL Mark Certification Program Owner 
UL LLC 

 

 

 
Gunsimar Paintal 
ULC Mark Certification Program Manager 
Underwriters Laboratories of Canada Inc. 

This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 

Issued to:  

HILTI CONSTRUCTION CHEMICALS, DIV OF HILTI INC 

7250 Dallas Pky, Legacy Tower Suite 1000 

Plano, TX 75024 United States 

 
This certificate confirms that representative samples of:  

  Fill, Void or Cavity Materials 
  See addendum for model information. 
 
Has been evaluated by UL LLC and/or ULC Inc. in accordance with   
Standard(s) for Safety: 
UL 1479, Fire Tests of Penetration Firestops, Edition 4 
UL 2079, Tests for Fire Resistance of Building Joint Systems, Edition 5 
CAN/ULC-S115:2023, STANDARD METHOD OF FIRE TESTS OF 
FIRESTOP SYSTEMS, Edition 5 
 

Additional Information: 
See UL Product iQ® at https://iq.ulprospector.com for additional 

information. 
  
This Certificate of Compliance indicates that representative samples of 
the product described in the certification report have met the 
requirements for UL certification. It does not provide authorization to 
apply the UL Mark and/or ULC Mark. Only the Authorization Page that 
references the Follow-Up Services Procedure for ongoing surveillance 
provides authorization to apply the UL Mark and/or ULC Mark.   
 
Only those products bearing the UL Mark and/or ULC Mark should be 
considered as being UL Certified and/or ULC Certified and covered 
under UL’s Follow-Up Services.  
 
Look for the UL Certification Mark and/or ULC Certification Mark on the 
product. 

R13240 

 2025-01-24 
 

 Issue Date: 

Certificate Number:  

Report Reference: 

 R13240-2004-05-18 
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CP 601S Sealant for use in Joint System Nos. BW-S-0001, BW-S-0002, CJ-D-0008,  
CJ-D-0009, CJ-D-0010, CG-S-0003, FF-D-1011, FF-D-1047, FF-S-2001, FF-S-3001,  
FW-D-1011, FW-D-1047, HW-D-0046, HW-D-0076, HW-D-0080, HW-D-0082, HW-D-0084, 
HW-D-0118, HW-D-0119, HW-D-0120, HW-D-0184, HW-D-0209, HW-D-0528, HW-D-0529, 
HW-D-0530, HW-D-0632, HW-D-0633, HW-D-0823, HW-D-0908, HW-D-0947, HW-D-0957, 
HW-D-0958, HW-D-1008, HW-D-1011, HW-D-1012, HW-D-1042, HW-D-1125, HW-D-1141, 
WW-D-0040, WW-D-1011, WW-D-1047, WW-S-0042, WW-S-0048, WW-S-2003, 
 WW-S-2004, WW-S-2007, WW-S-3004, WW-S-3005 and WW-S-3008.  
 
CP 601S Sealant for use in Through-Penetration Firestop System Nos. C-AJ-1149,  
C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1158, C-AJ-1177, C-AJ-1498, C-AJ-2094,  
C-AJ-2109, C-AJ-2110, C-AJ-2234, C-AJ-2271, C-AJ-2272, C-AJ-2304, C-AJ-2337,  
C-AJ-2342, C-AJ-2372, C-AJ-2469, C-AJ-2488, C-AJ-3070, C-AJ-3285, C-AJ-5048,  
C-AJ-7046, C-BJ-2011, C-BJ-2013, F-A-1202, F-A-1217, F-A-2089, F-B-1034, F-B-2029,  
F-B-2061, F-C-1009, F-G-1001, W-J-1168, W-J-5134, W-J-7021, W-J-7022, W-L-0023,  
W-L-1092, W-L-1170, W-L-1360, W-L-1390, W-L-1410, W-L-3048, W-L-3065, W-L-3320,  
W-L-5257, W-L-7040 and W-L-7042. 
 
CP 605 Bottom of Wall Firestop Sealant for use in Joint System Nos. BW-S-0002, BW-S-0023, 
HW-S-0145, HW-D-0958, 
 
CP 606 Flexible Firestop Sealant for use in Joint System Nos. BW-S-0001, BW-S-0002,  
BW-S-0023, BW-S-0059, CJ-D-0008, CJ-D-0009, CJ-D-0010, FF-D-0052, FF-D-0055,  
FF-D-1012, FF-D-1087, FW-D-0041, FW-D-0042, FW-D-1012, FW-D-1043, FW-D-1071,  
HW-D-0045, HW-D-0077, HW-D-0081, HW-D-0083, HW-D-0085, HW-D-0118, HW-D-0119, 
HW-D-0120, HW-D-0154, HW-D-0155, HW-D-0184, HW-D-0268, HW-D-0324, HW-D-0396, 
HW-D-0403, HW-D-0466, HW-D-0516, HW-D-0528, HW-D-0529, HW-D-0530, HW-D-0545, 
HW-D-0624, HW-D-0654, HW-D-0823, HW-D-0825, HW-D-0908, HW-D-0930, HW-D-0931,  
HW-D-0947, HW-D-0957, HW-D-0958, HW-D-0970, HW-D-1009, HW-D-1011, HW-D-1012, 
HW-D-1078, HW-D-1125, HW-D-1141, HW-S-0054, HW-S-0055, HW-S-0090, WW-D-0032, 
WW-D-0040, WW-D-0064, WW-D-0067, WW-D-0068, WW-D-0082, WW-D-0105,  
WW-D-0220, WW-D-0270, WW-D-1012, WW-D-1080, WW-S-0042, WW-S-0048, WW-S-
0059. 
 
CP 606 Flexible Firestop Sealant for use in Through-Penetration Firestop System Nos.  
C-AJ-1149, C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1158, C-AJ-1177, C-AJ-1372, 
 C-AJ-1435, C-AJ-1453, C-AJ-1517, C-AJ-1609, C-AJ-1610, C-AJ-2094, C-AJ-2110,  
C-AJ-3070, C-AJ-3181, C-AJ-3281, C-AJ-3285, C-AJ-3298, C-AJ-5048, C-AJ-5265,  
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C-AJ-7051, C-AJ-7154, C-AJ-7192, C-BJ-1072, C-BJ-3048, C-BJ-3050, C-BJ-4042,  
C-BJ-4043, F-A-1217, F-A-1218, F-A-3087, F-C-0002, F-C-1009, F-C-1106, F-C-1134,  
F-C-1135, F-C-1147, F-C-2262, F-C-2263, F-C-3071, F-C-3074, F-C-5065, F-C-5066,  
F-C-7025, F-C-7042, F-C-7043, F-C-8032, F-C-8038, F-E-1018, F-E-7008, F-G-1001,  
W-J-1124, W-J-1128, W-J-1191, W-J-1215, W-J-1222, W-J-1226, W-J-2229, W-J-2230,  
W-J-3167, W-J-3168, W-J-3189, W-J-3190, W-J-3260, W-J-3261, W-J-5134, W-J-5136,  
W-J-5145, W-J-7021, W-J-7022, W-J-7085, W-J-7109, W-J-7110, W-J-7123, W-K-3002,  
W-L-0023, W-L-1170, W-L-1252, W-L-1290, W-L-1297, W-L-1304, W-L-1389, W-L-1410,  
W-L-1441, W-L-1465, W-L-2537, W-L-2538, W-L-2541, W-L-3048, W-L-3065, W-L-3310,  
W-L-3320, W-L-3334, W-L-3335, W-L-3384, W-L-3385, W-L-3441, W-L-5257, W-L-5263,  
W-L-7040, W-L-7042, W-L-7130, W-L-7143, W-L-7155, W-L-7159, W-L-8085 and W-L-8086. 
 
CP 619T Putty Roll for use in Through-Penetration Firestop System Nos. C-AJ-0155, 
 C-AJ-0157, C-AJ-2885, C-AJ-3318, C-AJ-3319, C-AJ-3345, C-AJ-4077, C-AJ-4107,  
C-AJ-7195 C-AJ-8250, C-AJ-8252, C-AJ-8313, C-AJ-8316, C-AJ-8317, C-AJ-8318,  
C-BJ-3031, C-BJ-3042, C-BJ-3043, C-BJ-8013, C-BJ-8014, C-BJ-8037, C-BJ-8038,  
F-A-3088, F-B-4006, W-J-0007, W-J-0008, W-J-3196, W-J-3197, W-J-3282, W-J-4048,  
W-J-4049, W-J-4050, W-L-0014, W-L-0015, W-L-3391, W-L-3392, W-L-3486, W-L-4048, 
 W-L-4049, W-L-4050. 
 
CP 672 Firestop Joint Spray for use in Joint System Nos. FF-D-1013, FF-D-1026, FW-D-1013, 
FW-D-1021, HW-D-0097, HW-D-0098, HW-D-0106, HW-D-0118, HW-D-0181, HW-D-0190, 
HW-D-0258, HW-D-0259, HW-D-0285, HW-D-0286, HW-D-0292, HW-D-0294, HW-D-0295, 
HW-D-0296, HW-D-0313, HW-D-0321, HW-D-0322, HW-D-0323, HW-D-0389, HW-D-0396, 
HW-D-0440, HW-D-0460, HW-D-0466, HW-D-0518, HW-D-0524, HW-D-0541, HW-D-0542, 
HW-D-0545, HW-D-0551, HW-D-0553, HW-D-0564, HW-D-0572, HW-D-0579, HW-D-0580, 
HW-D-0582, HW-D-0620, HW-D-0633, HW-D-0634, HW-D-0635, HW-D-0636, HW-D-0639, 
HW-D-0640, HW-D-1020, HW-D-1037, HW-D-1041, HW-D-1044, HW-D-1045, HW-D-1058, 
HW-D-1066, HW-D-1067, HW-D-1068, HW-D-1069, HW-D-1070, HW-D-1164, HW-S-0053, 
HW-S-0069, WW-D-0017. 
 
CFS-SP WB Firestop Joint Spray for use in Joint System Nos. CJ-D-0004, FF-D-0155,  
FF-D-1013, FF-D-1026, FW-D-0101, FW-D-1013, FW-D-1021, HW-D-0042, HW-D-0049,  
HW-D-0087, HW-D-0089, HW-D-0097, HW-D-0098, HW-D-0106, HW-D-0118, HW-D-0181, 
HW-D-0190, HW-D-0218, HW-D-0258, HW-D-0259, HW-D-0264, HW-D-0285, HW-D-0286, 
HW-D-0292, HW-D-0294, HW-D-0295, HW-D-0296, HW-D-0313, HW-D-0321, HW-D-0322, 
HW-D-0323, HW-D-0388, HW-D-0389, HW-D-0396, HW-D-0440, HW-D-0460, HW-D-0466, 
HW-D-0518, HW-D-0524, HW-D-0538, HW-D-0539, HW-D-0540, HW-D-0541, HW-D-0542, 
HW-D-0545, HW-D-0551, HW-D-0553, HW-D-0564, HW-D-0569, HW-D-0570, HW-D-0571, 
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HW-D-0572, HW-D-0579, HW-D-0580, HW-D-0582, HW-D-0620, HW-D-0633, HW-D-0634, 
HW-D-0635, HW-D-0636, HW-D-0639, HW-D-0640, HW-D-0687, HW-D-0750, HW-D-0906, 
HW-D-0929, HW-D-0957, HW-D-0958, HW-D-1020, HW-D-1037, HW-D-1041, HW-D-1044, 
HW-D-1045, HW-D-1058, HW-D-1066, HW-D-1067, HW-D-1068, HW-D-1069, HW-D-1070, 
HW-D-1164, HW-S-0053, HW-S-0069, WW-D-0017, WW-D-0269, WW-D-1084.  
 
CFS-BTS Bottom Track Seal (may include suffix 5/8 or 1-1/4) for use in Joint System Nos. 
 BW-S-0068, BW-S-0069, BW-S-0070, BW-S-0071, BW-S-0073, HW-D-0958 
 
CFS-TTS Top Track Seal (may include suffix 212, 358, 600, R OS or OS) for use in Joint 
System Nos. BW-S-0039, BW-S-0040, BW-S-0049, HW-D-0757, HW-D-0758, HW-D-0824, 
HW-D-0947, HW-D-0956, HW-D-0958, WW-S-0074, WW-S-0075. 
 
CFS-TTS Top Track Seal (may include suffix 358, R OS or OS) for use in Through-Penetration 
Firestop System Nos.  F-A-3085, F-A-3087, F-A-3089 
 
CFS-TTS MD OS and/or CFS-TTS MD 600 Firestop Top Track Seal for use in Joint System 
Nos. FF-D-0161, FW-D-0103, HW-D-0871, HW-D-0872, HW-D-0873, HW-D-0874,  
HW-D-0875, HW-D-0876, HW-D-0880, HW-D-0881, HW-D-0882, HW-D-0883,  
HW-D-0884, HW-D-0886, HW-D-0907, HW-D-0923, HW-D-0933, HW-D-0934,  
HW-D-0925, HW-D-0945, HW-D-0946, HW-D-0956, HW-D-0969, HW-S-0134,  
HW-D-0964, HW-D-0965, WW-D-0278, WW-S-0097. 
 
CP 620 Fire Foam for use in Joint System Nos. HW-D-0923, HW-D-0933, HW-D-0934. 
 
CFS-SP SIL Firestop Silicone Joint Spray for use in Perimeter Fire Containment System Nos. 
CW-D-1001, CW-D-1015, CW-D-1018, CW-D-1052, CW-D-2025, CW-D-2027, CW-D-2046, 
CW-S-1007, CW-S-2028, CW-S-2030, CW-S-2032, CW-S-2053. 
 
CFS-SP SIL Firestop Silicone Joint Spray for use in Joint System Nos. FF-D-1216,  
FW-D-1141. 
 
CFS-SP WB Firestop Joint Spray for use in Perimeter Fire Containment System Nos.  
CW-D-1001, CW-D-1015, CW-D-1018, CW-D-1052, CW-D-2025, CW-D-2027, CW-D-2046, 
CW-S-1007, CW-S-2028, CW-S-2030, CW-S-2032, CW-S-2053. 
 
CP 672 Firestop Joint Spray for use in Through-Penetration Firestop System Nos. C-AJ-1606, 
W-J-1201, W-L-1402. 
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CFS-SP WB Firestop Joint Spray for use in Through-Penetration Firestop System Nos.  
C-AJ-1606, W-J-1201, W-L-1402. 
 
CFS-COS Firestop Composite Sheet for use in Through-Penetration Firestop System Nos.  
C-AJ-0155, C-AJ-0157, C-AJ-2885, C-AJ-3345, C-AJ-4107, C-AJ-5444, C-AJ-7195, C-AJ-
8250, C-AJ-8252, C-AJ-8313, C-AJ-8316, C-AJ-8318, C-BJ-3042, F-A-3088, W-J-3282, W-J-
8056, W-J-8078, W-L-2741, W-L-3486, W-L-5379, W-L-8105, W-L-8125. 
 
CP 670 Coated Firestop Board for use in through-penetration Firestop System Nos. 
 C-BJ-4042, C-BJ-4043. 
 
CP 670 or CFS-CT Sealant for use in through-penetration Firestop System Nos. C-BJ-4042, 
C-BJ-4043. 
 
CP 648E (Product number may be suffixed to denote size) Wrap Strip for use in Joint System 
Nos. HW-D-0945, HW-D-0946, HW-D-0964. 
 
FS-ONE Sealant for use in Joint System Nos. BW-S-0001, CJ-D-0008, CJ-D-0009,  
CJ-D-0010, HW-D-0060, HW-D-0061, HW-D-0118, HW-D-0119, HW-D-0120, HW-D-0342, 
HW-D-0528, HW-D-0529, HW-D-0530, HW-D-0823, HW-D-0908, HW-D-1011, HW-D-1012, 
HW-D-1020, HW-D-1125, HW-D-1141, HW-S-0036, HW-S-0037, HW-S-0038, HW-S-0039, 
HW-S-0090. 
 
FS-ONE MAX Intumescent Sealant for use in Joint System Nos. BW-S-0001, BW-S-0002, 
 CJ-D-0008, CJ-D-0009, CJ-D-0010, HW-D-0060, HW-D-0061, HW-D-0118, HW-D-0119, 
HW-D-0120, HW-D-0528, HW-D-0529, HW-D-0530, HW-D-0823, HW-D-0908, HW-D-0958, 
HW-D-0968, HW-D-1011, HW-D-1012, HW-D-1020, HW-D-1125, HW-D-1141, HW-S-0036, 
HW-S-0037, HW-S-0038, HW-S-0039, HW-S-0090. 
 
FS-ONE MAX Intumescent Sealant for use in Through-Penetration Firestop System Nos.  
C-AJ-0070, C-AJ-0090, C-AJ-0138, C-AJ-0155, C-AJ-0157, C-AJ-0183, C-AJ-1149,  
C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1153, C-AJ-1154, C-AJ-1155, C-AJ-1156,  
C-AJ-1158, C-AJ-1172, C-AJ-1173, C-AJ-1174, C-AJ-1177, C-AJ-1184, C-AJ-1226,  
C-AJ-1278, C-AJ-1291, C-AJ-1326, C-AJ-1342, C-AJ-1346, C-AJ-1380, C-AJ-1421,  
C-AJ-1454, C-AJ-1513, C-AJ-1534, C-AJ-1575, C-AJ-1597, C-AJ-1609, C-AJ-1610,  
C-AJ-2062, C-AJ-2066, C-AJ-2091, C-AJ-2094, C-AJ-2095, C-AJ-2098, C-AJ-2109,  
C-AJ-2110, C-AJ-2118, C-AJ-2141, C-AJ-2164, C-AJ-2167, C-AJ-2168, C-AJ-2169, C-AJ-
2170, C-AJ-2217, C-AJ-2218, C-AJ-2220, C-AJ-2283, C-AJ-2284, C-AJ-2285, C-AJ-2294,  
C-AJ-2304, C-AJ-2305, C-AJ-2335, C-AJ-2336, C-AJ-2337, C-AJ-2342, C-AJ-2343,  
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C-AJ-2371, C-AJ-2372, C-AJ-2393, C-AJ-2402, C-AJ-2407, C-AJ-2419, C-AJ-2420,  
C-AJ-2434, C-AJ-2435, C-AJ-2451, C-AJ-2468, C-AJ-2469, C-AJ-2488, C-AJ-2567,  
C-AJ-2569, C-AJ-2570, C-AJ-2599, C-AJ-2600, C-AJ-2613, C-AJ-2631, C-AJ-2632,  
C-AJ-2639, C-AJ-2647, C-AJ-2667, C-AJ-2674, C-AJ-2677, C-AJ-2700, C-AJ-2712,  
C-AJ-2770, C-AJ-2827, C-AJ-2830, C-AJ-2831, C-AJ-2835, C-AJ-2885, C-AJ-2887,  
C-AJ-2897, C-AJ-2898, C-AJ-2937, C-AJ-3069, C-AJ-3070, C-AJ-3078, C-AJ-3079,  
C-AJ-3084, C-AJ-3095, C-AJ-3096, C-AJ-3152, C-AJ-3180, C-AJ-3198, C-AJ-3209,  
C-AJ-3232, C-AJ-3236, C-AJ-3239, C-AJ-3281, C-AJ-3283, C-AJ-3284, C-AJ-3285,  
C-AJ-3298, C-AJ-3318, C-AJ-3319, C-AJ-3320, C-AJ-3345, C-AJ-4034, C-AJ-4035,  
C-AJ-4071, C-AJ-4083, C-AJ-4093, C-AJ-4094, C-AJ-4107, C-AJ-5044, C-AJ-5045,  
C-AJ-5046, C-AJ-5047, C-AJ-5048, C-AJ-5057, C-AJ-5061, C-AJ-5069, C-AJ-5090,  
C-AJ-5091, C-AJ-5096, C-AJ-5184, C-AJ-5185, C-AJ-5198, C-AJ-5277, C-AJ-5289,  
C-AJ-5301, C-AJ-5320, C-AJ-5341, C-AJ-5342, C-AJ-5352, C-AJ-5343, C-AJ-5385,  
C-AJ-5432, C-AJ-5444, C-AJ-5457, C-AJ-6017, C-AJ-6042, C-AJ-7006, C-AJ-7051,  
C-AJ-7084, C-AJ-7095, C-AJ-7098, C-AJ-7103, C-AJ-7104, C-AJ-7111, C-AJ-7122,  
C-AJ-7123, C-AJ-7140, C-AJ-7145, C-AJ-7154, C-AJ-7195, C-AJ-8038, C-AJ-8041,  
C-AJ-8044, C-AJ-8056, C-AJ-8058, C-AJ-8081, C-AJ-8099, C-AJ-8100, C-AJ-8107,  
C-AJ-8110, C-AJ-8143, C-AJ-8166, C-AJ-8178, C-AJ-8207, C-BJ-8037, C-BJ-8038,  
C-AJ-8208, C-AJ-8209, C-AJ-8210, C-AJ-8211, C-AJ-8250, C-AJ-8252, C-AJ-8313,  
C-AJ-8316, C-AJ-8318, C-AJ-8333, C-AJ-8334, C-AJ-8335, C-AJ-8336, C-AJ-8355,  
C-BJ-1034, C-BJ-1037, C-BJ-1045, C-BJ-1046, C-BJ-1055, C-BJ-1059, C-BJ-1070,  
C-BJ-1072, C-BJ-2011, C-BJ-2012, C-BJ-2013, C-BJ-2014, C-BJ-2016, C-BJ-2017,  
C-BJ-2021, C-BJ-2028, C-BJ-2040, C-BJ-2041, C-AJ-2050, C-BJ-3024, C-BJ-3031,  
C-BJ-3042, C-BJ-3043, C-BJ-3048, C-BJ-3050, C-BJ-4025, C-BJ-4026, C-BJ-5006,  
C-BJ-5007, C-BJ-5013, C-BJ-5015, C-BJ-5018, C-BJ-7005, C-BJ-8010, C-BJ-8013,  
C-BJ-8024, C-BJ-8027, F-A-1014, F-A-1018, F-A-1028, F-A-1029, F-A-1105, F-A-1108,  
F-A-1127, F-A-1134, F-A-1135, F-A-1137, F-A-1202, F-A-1217, F-A-1218, F-A-2009,  
F-A-2025, F-A-2046, F-A-2058, F-A-2067, F-A-2068, F-A-2074, F-A-2075, F-A-2089,  
F-A-2143, F-A-2154, F-A-2209, F-A-2322, F-A-2421,  F-A-3012, F-A-3022, F-A-3088,  
F-A-5019, F-A-5021, F-A-8004, F-B-0005, F-B-1034, F-B-2029, F-B-5003, F-C-0002,  
F-C-1009, F-C-1059, F-C-1106, F-C-1134, F-C-1135, F-C-1142, F-C-1147, F-C-2029,  
F-C-2030, F-C-2071, F-C-2081, F-C-2128, F-C-2142, F-C-2160, F-C-2189, F-C-2203,  
F-C-2204, F-C-2230, F-C-2231, F-C-2232, F-C-2262, F-C-2263, F-C-2270, F-C-2310,  
F-C-2334, F-C-2335, F-C-2382, F-C-2389, F-C-2401, F-C-2403, F-C-2404, F-C-2429,  
F-C-2508, F-C-2515, F-C-2516, F-C-2524, F-C-2526, F-C-3012, F-C-3044, F-C-3094,  
F-C-5004, F-C-5036, F-C-5037, F-C-5086, F-C-5088, F-C-7013, F-C-7036, F-C-7037, 
 F-C-7042, F-C-7043, F-C-7055, F-C-7057, F-C-7058, F-C-7059, F-C-7086, F-C-8009,  
F-C-8014, F-C-8026, F-C-8038, F-C-8059, F-C-8060, F-E-1004, F-E-1018, F-E-2005,  
F-E-2026, F-E-2027, F-E-2028, F-E-2029, F-E-2033, F-E-2059, F-E-3005, F-E-3012,  
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F-E-5004, F-E-5013, F-E-7008, F-E-8008, F-G-1001, F-G-2002, F-G-2003, W-J-0007, 
 W-J-0015, W-J-0022, W-J-1020, W-J-1021, W-J-1022, W-J-1028, W-J-1041, W-J-1042, 
 W-J-1058, W-J-1067, W-J-1068, W-J-1088, W-J-1089, W-J-1095, W-J-1174, W-J-1175,  
W-J-1191, W-J-1193, W-J-1202, W-J-1210, W-J-1214, W-J-1215, W-J-1221, W-J-1222,  
W-J-1226, W-J-1245, W-J-1321, W-J-2019, W-J-2057, W-J-2072, W-J-2091, W-J-2107  
W-J-2108, W-J-2115, W-J-2120, W-J-2121, W-J-2191, W-J-2205, W-J-2206, W-J-2207,  
W-J-2218, W-J-2229, W-J-2230, W-J-2236, W-J-2237, W-J-2242, W-J-2255, W-J-2331,  
W-J-2332, W-J-2336, W-J-2337, W-J-2396, W-J-2399, W-J-2397, W-J-3050, W-J-3060,  
W-J-3061, W-J-3074, W-J-3121, W-J-3167, W-J-3168, W-J-3188, W-J-3189, W-J-3190,  
W-J-3196, W-J-3197, W-J-3199, W-J-3260 , W-J-3261, W-J-3282, W-J-4016, W-J-4027,  
W-J-4029, W-J-4048, W-J-4059, W-J-4060, W-J-4072, W-J-5003, W-J-5028, W-J-5041,  
W-J-5042, W-J-5066, W-J-5067, W-J-5122, W-J-5134, W-J-5136, W-J-5140, W-J-5145,  
W-J-5150, W-J-5151, W-J-5152, W-J-5190, W-J-5191, W-J-5192, W-J-5193, W-J-5194,  
W-J-5195, W-J-5213, W-J-6003, W-J-7021, W-J-7022, W-J-7029, W-J-7038, W-J-7091,  
W-J-7109, W-J-7110, W-J-7112, W-J-7123, W-J-7124, W-J-7184, W-J-7186, W-J-8004,  
W-J-8007, W-J-8008, W-J-8009, W-J-8016, W-J-8022, W-J-8034, W-J-8035, W-J-8039, 
 W-J-8043, W-J-8044, W-J-8045, W-J-8047, W-J-8048, W-J-8049, W-J-8050, W-J-8051, 
 W-J-8056, W-J-8078, W-J-8101, W-J-8102, W-K-3002, W-L-0013, W-L-0014, W-L-0018,  
W-L-0019, W-L-0023, W-L-0030, W-L-0040, W-L-0042, W-L-0043, W-L-1054, W-L-1055,  
W-L-1056, W-L-1057, W-L-1058, W-L-1085, W-L-1092, W-L-1095, W-L-1110, W-L-1111,  
W-L-1148, W-L-1164, W-L-1165, W-L-1176, W-L-1205, W-L-1206, W-L-1214, W-L-1243,  
W-L-1252, W-L-1304, W-L-1359, W-L-1367, W-L-1380, W-L-1389, W-L-1392, W-L-1406, 
 W-L-1408, W-L-1410, W-L-1412, W-L-1440, W-L-1441, W-L-1464, W-L-1465, W-L-1496,  
W-L-1497, W-L-1551, W-L-1597, W-L-2043, W-L-2044, W-L-2045, W-L-2051, W-L-2052,  
W-L-2053, W-L-2055, W-L-2075, W-L-2078, W-L-2098, W-L-2124, W-L-2127, W-L-2128,  
W-L-2165, W-L-2184, W-L-2186, W-L-2196, W-L-2197, W-L-2217, W-L-2236, W-L-2244,  
W-L-2245, W-L-2251, W-L-2292, W-L-2295, W-L-2315, W-L-2330, W-L-2335, W-L-2340,  
W-L-2341, W-L-2377, W-L-2406, W-L-2411, W-L-2444, W-L-2445, W-L-2447, W-L-2453,  
W-L-2466, W-L-2467, W-L-2471, W-L-2472, W-L-2473, W-L-2474, W-L-2480, W-L-2482,  
W-L-2509, W-L-2510, W-L-2537, W-L-2538, W-L-2541, W-L-2546, W-L-2557, W-L-2558,  
W-L-2568, W-L-2583, W-L-2584, W-L-2593, W-L-2602, W-L-2603, W-L-2604, W-L-2649,  
W-L-2676, W-L-2677, W-L-2683, W-L-2694, W-L-2818, W-L-2741, W-L-2768, W-L-2840,  
W-L-2842, W-L-2844, W-L-3045, W-L-3046, W-L-3047, W-L-3048, W-L-3049, W-L-3058,  
W-L-3059, W-L-3065, W-L-3071, W-L-3079, W-L-3112, W-L-3139, W-L-3161, W-L-3185,  
W-L-3213, W-L-3220, W-L-3224, W-L-3226, W-L-3272, W-L-3278, W-L-3307, W-L-3310,  
W-L-3320, W-L-3334, W-L-3335, W-L-3382, W-L-3384, W-L-3385, W-L-3391, W-L-3392,  
W-L-3394, W-L-3396, W-L-3441, W-L-3486, W-L-4006, W-L-4011, W-L-4019, W-L-4038, 
 W-L-4048, W-L-4060, W-L-4081, W-L-5016, W-L-3446, W-L-3447, W-L-5021, W-L-5022,  
W-L-5024, W-L-5025, W-L-5026, W-L-5027, W-L-5028, W-L-5029, W-L-5046, W-L-5047,  
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W-L-5073, W-L-5096, W-L-5143, W-L-5144, W-L-5223, W-L-5224, W-L-5225, W-L-5240,  
W-L-5244, W-L-5257, W-L-5259, W-L-5260, W-L-5261, W-L-5263, W-L-5274, W-L-5292,  
W-L-5293, W-L-5294, W-L-5303, W-L-5335, W-L-5342, W-L-5343, W-L-5345, W-L-5346,  
W-L-5347, W-L-5379, W-L-5382, W-L-5383, W-L-5387, W-L-7271, W-L-5444, W-L-6017,  
W-L-6019, W-L-7017, W-L-7018, W-L-7040, W-L-7042, W-L-7059, W-L-7068, W-L-7069,  
W-L-7096, W-L-7121, W-L-7124, W-L-7130, W-L-7151, W-L-7153, W-L-7154, W-L-7155,  
W-L-7156, W-L-7157, W-L-7158, W-L-7159, W-L-7188, W-L-7198, W-L-7277, W-L-7319,  
W-L-7321, W-L-8004, W-L-8013, W-L-8014, W-L-8015, W-L-8023, W-L-8035, W-L-8047,  
W-L-8052, W-L-8059, W-L-8065, W-L-8071, W-L-8079, W-L-8081, W-L-8082, W-L-8085,  
W-L-8086, W-L-8087, W-L-8093, W-L-8094, W-L-8095, W-L-8098, W-L-8105, W-L-8125, 
 W-L-8135, W-L-8141, W-L-8142, W-L-8152, W-N-1004, W-N-7003. 
 
FS-ONE MAX Intumescent Sealant for use in Fire Resistance Design Nos. W470., U075 
 
FS-ONE Sealant for use in Through-Penetration Firestop System Nos.  
C-AJ-0138, C-AJ-1149, C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1153, C-AJ-1154,  
C-AJ-1155, C-AJ-1156, C-AJ-1158, C-AJ-1172, C-AJ-1173, C-AJ-1174, C-AJ-1177,  
C-AJ-1184, C-AJ-1226, C-AJ-1278, C-AJ-1291, C-AJ-1326, C-AJ-1342, C-AJ-1346,  
C-AJ-1380, C-AJ-1454, C-AJ-1513, C-AJ-1534, C-AJ-1597, C-AJ-1609, C-AJ-1610,  
C-AJ-2062, C-AJ-2066, C-AJ-2091, C-AJ-2094, C-AJ-2095, C-AJ-2110, C-AJ-2118,  
C-AJ-2167, C-AJ-2168, C-AJ-2170, C-AJ-2217, C-AJ-2218, C-AJ-2220, C-AJ-2283,  
C-AJ-2284, C-AJ-2285, C-AJ-2294, C-AJ-2304, C-AJ-2335, C-AJ-2336, C-AJ-2337,  
C-AJ-2342, C-AJ-2343, C-AJ-2371, C-AJ-2372, C-AJ-2393, C-AJ-2402, C-AJ-2407,  
C-AJ-2419, C-AJ-2420, C-AJ-2435, C-AJ-2468, C-AJ-2567, C-AJ-2569, C-AJ-2570,  
C-AJ-2599, C-AJ-2600, C-AJ-2613, C-AJ-2631, C-AJ-2632, C-AJ-2639, C-AJ-2647,  
C-AJ-2667, C-AJ-2674, C-AJ-2677, C-AJ-3069, C-AJ-3070, C-AJ-3078, C-AJ-3079,  
C-AJ-3095, C-AJ-3096, C-AJ-3152, C-AJ-3180, C-AJ-3198, C-AJ-3209, C-AJ-3232,  
C-AJ-3236, C-AJ-3239, C-AJ-3319, C-AJ-3320, C-AJ-4034, C-AJ-4035, C-AJ-4071,  
C-AJ-4083, C-AJ-4093, C-AJ-4094, C-AJ-5044, C-AJ-5045, C-AJ-5047, C-AJ-5048,  
C-AJ-5057, C-AJ-5061, C-AJ-5069, C-AJ-5090, C-AJ-5091, C-AJ-5096, C-AJ-5098,  
C-AJ-5184, C-AJ-5185, C-AJ-5198, C-AJ-5277, C-AJ-5295, C-AJ-5301, C-AJ-5320,  
C-AJ-5341, C-AJ-5342, C-AJ-5343, C-AJ-5457, C-AJ-6017, C-AJ-6042, C-AJ-7006,  
C-AJ-7095, C-AJ-7098, C-AJ-7104, C-AJ-7111, C-AJ-7122, C-AJ-7123, C-AJ-7145,  
C-AJ-7199, C-AJ-7207, C-AJ-7214, C-AJ-8038, C-AJ-8041, C-AJ-8044, C-AJ-8056,  
C-AJ-8058, C-AJ-8081, C-AJ-8099, C-AJ-8107, C-AJ-8110, C-AJ-8143, C-AJ-8178,  
C-AJ-8208, C-AJ-8209, C-AJ-8210, C-BJ-1034, C-BJ-1037, C-BJ-1045, C-BJ-1046,  
C-BJ-1055, C-BJ-1059, C-BJ-2011, C-BJ-2012, C-BJ-2013, C-BJ-2014, C-BJ-2016, C-BJ-
2017, C-BJ-2021, C-BJ-2028, C-BJ-2040, C-BJ-2041, C-BJ-3024, C-BJ-4025, C-BJ-4026,  
C-BJ-5006, C-BJ-5007, C-BJ-5013, C-BJ-5015, C-BJ-5018, C-BJ-7005, C-BJ-8010,  
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C-BJ-8013, C-BJ-8024, C-BJ-8027, F-A-1014, F-A-1018, F-A-1028, F-A-1029, F-A-1105,  
F-A-1108, F-A-1127, F-A-1134, F-A-1135, F-A-1137, F-A-1168, F-A-2009, F-A-2025,  
F-A-2046, F-A-2058, F-A-2067, F-A-2068, F-A-2074, F-A-2075, F-A-2089, F-A-2143,  
F-A-2154, F-A-2209, F-A-2421, F-A-5019, F-A-3012, F-A-3022, F-A-5021, F-A-8004,  
F-B-2029, F-B-5003, F-C-0002, F-C-1009, F-C-1059, F-C-1106, F-C-1134, F-C-1135,  
F-C-1142, F-C-1147, F-C-2029, F-C-2030, F-C-2071, F-C-2081, F-C-2334, F-C-2128,  
F-C-2142, F-C-2160, F-C-2189, F-C-2203, F-C-2204, F-C-2230, F-C-2232, F-C-2262,  
F-C-2263, F-C-2310, F-C-2335, F-C-2382, F-C-2401, F-C-2403, F-C-2404, F-C-3012,  
F-C-3044, F-C-3094, F-C-5004, F-C-5036, F-C-5037, F-C-5086, F-C-7013, F-C-7036,  
F-C-7037, F-C-7042, F-C-7043, F-C-7055, F-C-7057, F-C-7058, F-C-7059, F-C-8014,  
F-C-8026, F-C-8038, F-E-1004, F-E-1018, F-E-2005, F-E-2026, F-E-2027, F-E-2028,  
F-E-2029, F-E-2033, F-E-3005, F-E-3012, F-E-5004, F-E-5013, F-E-7008, F-E-8008,  
W-J-0007, W-J-0015, W-J-0022, W-J-1020, W-J-1021, W-J-1022, W-J-1041, W-J-1042,  
W-J-1058, W-J-1067, W-J-1068, W-J-1088, W-J-1089, W-J-1095, W-J-1174, W-J-1175,  
W-J-1191, W-J-1193, W-J-1202, W-J-1210, W-J-1214, W-J-1221, W-J-1222, W-J-1226,  
W-J-1245, W-L-1304, W-J-2019, W-J-2057, W-J-2108, W-J-2072, W-J-2091, W-J-2107  
W-J-2115, W-J-2120, W-J-2121, W-J-2191, W-J-2205, W-J-2206, W-J-2207, W-J-2236,  
W-J-2237, W-J-2255, W-J-3050, W-J-3060, W-J-3061, W-J-3074, W-J-3188, W-J-3190,  
W-J-3197, W-J-3199, W-J-4016, W-J-4027, W-J-4029, W-J-4048, W-J-4059, W-J-4060,  
W-J-4072, W-J-5003, W-J-5028, W-J-5041, W-J-5042, W-J-5066, W-J-5067, W-J-5122,  
W-J-5134, W-J-5136, W-J-5140, W-J-5145, W-J-5150, W-J-5151, W-J-5152, W-J-5213,  
W-J-6003, W-J-7021, W-J-7022, W-J-7029, W-J-7038, W-J-7109, W-J-7110, W-J-7123,  
W-J-7124, W-J-8004, W-J-8007, W-J-8008, W-J-8009, W-J-8016, W-J-8034, W-J-8035,  
W-J-8039, W-J-8043, W-J-8044, W-J-8045, W-J-8048, W-J-8049, W-J-8050, W-J-8101,  
W-J-8102, W-L-0014, W-L-0018, W-L-0019, W-L-0023, W-L-0030, W-L-0040, W-L-0042,  
W-L-0043, W-L-1054, W-L-1055, W-L-1056, W-L-1057, W-L-1058, W-L-1085, W-L-1092,  
W-L-1095, W-L-1110, W-L-1111, W-L-1148, W-L-1164, W-L-1165, W-L-1176, W-L-1205,  
W-L-1206, W-L-1214, W-L-1243, W-L-1252, W-L-1359, W-L-1367, W-L-1380, W-L-1389,  
W-L-1392, W-L-1406, W-L-1408, W-L-1410, W-L-1412, W-L-1440, W-L-1464, W-L-1465,  
W-L-1496, W-L-1497, W-L-2043, W-L-2044, W-L-2045, W-L-2051, W-L-2052, W-L-2053,  
W-L-2055, W-L-2075, W-L-2098, W-L-2124, W-L-2127, W-L-2128, W-L-2184, W-L-2186,  
W-L-2196, W-L-2217, W-L-2236, W-L-2244, W-L-2245, W-L-2251, W-L-2292, W-L-2295,  
W-L-2315, W-L-2330, W-L-2335, W-L-2340, W-L-2341, W-L-2406, W-L-2411, W-L-2444,  
W-L-2447, W-L-2453, W-L-2466, W-L-2467, W-L-2471, W-L-2472, W-L-2473, W-L-2474,  
W-L-2480, W-L-2482, W-L-2509, W-L-2546, W-L-2557, W-L-2558, W-L-2584, W-L-2602,  
W-L-3045, W-L-3046, W-L-3047, W-L-3048, W-L-3049, W-L-3058, W-L-3059, W-L-3065,  
W-L-3071, W-L-3079, W-L-3112, W-L-3139, W-L-3161, W-L-3185, W-L-3226, W-L-3272,  
W-L-3307, W-L-3310, W-L-3320, W-L-3213, W-L-3382, W-L-3385, W-L-3392, W-L-3394,  
W-L-3396, W-L-4006, W-L-4011, W-L-4019, W-L-4038, W-L-4048, W-L-4060, W-L-4081,  
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W-L-5016, W-L-5021, W-L-5022, W-L-5024, W-L-5025, W-L-5026, W-L-5027, W-L-5028,  
W-L-5029, W-L-5046, W-L-5047, W-L-5073, W-L-5096, W-L-5143, W-L-5144, W-L-5224,  
W-L-5225, W-L-5240, W-L-5244, W-L-5257, W-L-5259, W-L-5260, W-L-5261, W-L-5263,  
W-L-5274, W-L-5292, W-L-5293, W-L-5294, W-L-5382, W-L-5383, W-L-6017, W-L-6019,  
W-L-7017, W-L-7018, W-L-7040, W-L-7042, W-L-7059, W-L-7068, W-L-7069, W-L-7096,  
W-L-7124, W-L-7130, W-L-7153, W-L-7154, W-L-7155, W-L-7157, W-L-7158, W-L-7188,  
W-L-7198, W-L-8004, W-L-8013, W-L-8014, W-L-8015, W-L-8023, W-L-8035, W-L-8052,  
W-L-8059, W-L-8065, W-L-8071, W-L-8079, W-L-8081, W-L-8082, W-L-8093, W-L-8094,  
W-L-8098, W-L-8141, W-L-8142. 
 
CFS-BL Firestop Block for use in Through-Penetration Firestop System Nos. C-AJ-0055,  
C-AJ-0138, C-AJ-3152, C-AJ-3198, C-AJ-3232, C-AJ-4034, C-AJ-4035, C-AJ-4054,  
C-AJ-4077, C-AJ-4083, C-AJ-4093, C-AJ-4094, C-AJ-5432, C-AJ-6042, C-AJ-8056,  
C-AJ-8100, C-AJ-8107, C-AJ-8110, C-AJ-8207, C-AJ-8208, C-AJ-8209, C-AJ-8210,  
C-AJ-8211, C-AJ-8355, C-BJ-0022, C-BJ-4025, C-BJ-4026, C-BJ-8010, C-BJ-8013,  
C-BJ-8014, F-A-2322, F-A-3022, F-A-3089, F-B-2031, F-B-4006, F-C-8059, F-C-8060,  
W-J-1245, W-J-2255, W-J-3074, W-J-3188, W-J-4016, W-J-4027, W-J-4029, W-J-4030,  
W-J-4049, W-J-4050, W-J-4060, W-J-4072, W-J-6003, W-J-7186, W-J-8007, W-J-8008,  
W-J-8009, W-J-8016, W-J-8018, W-J-8035, W-J-8047, W-J-8048, W-J-8049, W-J-8050,  
W-J-8051, W-J-8078, W-L-0042, W-L-0043, W-L-1497, W-L-2584, W-L-3079, W-L-3185,  
W-L-3226, W-L-3296, W-L-3382, W-L-4011, W-L-4019, W-L-4034, W-L-4038, W-L-4049,  
W-L-4050, W-L-4081, W-L-6017, W-L-7321, W-L-8013, W-L-8014, W-L-8015, W-L-8035,  
W-L-8065, W-L-8058, W-L-8087, W-L-8093, W-L-8094, W-L-8095, W-L-8098, W-L-8125,  
W-L-8152. 
 
CFS-PL Firestop Plug 2, 4, 5, 6 and/or 8 in. for use in Through-Penetration Firestop System 
Nos. C-AJ-0097, C-AJ-2660, C-AJ-3216, W-J-0010, W-J-2242, W-J-3143, W-J-3198,  
W-J-3199, W-J-3200, W-J-8068, W-L-0013, W-L-0023, W-L-0018, W-L-0019, W-L-2568,  
W-L-3224, W-L-3272, W-L-3277, W-L-3282, W-L-3393, W-L-3394, W-L-3395, W-L-8110. 
 
CFS-P PA Moldable Putty Pads for use in Through-Penetration Firestop System No.  
W-L-7277. 
 
CFS-T SST Sealing Strip for use in Through-Penetration Firestop System Nos.  
C-BJ-3044, C-BJ-3045, C-BJ-3046, C-BJ-3047, C-BJ-3048, C-BJ-3049, C-BJ-3050. 
 
CP 617 Firestop Putty Pad for use in Through-Penetration Firestop System Nos.  
C-AJ-2885, C-AJ-4077, C-AJ-4107, C-AJ-5444, C-AJ-8250, C-AJ-8252, C-AJ-8318, C-BJ-
8013, C-BJ-8014, F-B-4006, W-J-3282, W-L-1462, W-L-2768, W-L-3486. 
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CP 618 Firestop Putty Stick and Rolls for use in Through-Penetration Firestop System Nos.  
C-AJ-0058, C-AJ-0086, C-AJ-0138, C-AJ-0086, C-AJ-1276, C-AJ-1277, C-AJ-2659,  
C-AJ-2660, C-AJ-3138, C-AJ-3139, C-AJ-3152, C-AJ-3198, C-AJ-3208, C-AJ-3279,  
C-AJ-3283, C-AJ-3284, C-AJ-3320, C-AJ-4035, C-AJ-4077, C-AJ-4083, C-AJ-4094,  
C-AJ-8208, C-AJ-8056, C-AJ-8107, C-AJ-8110, C-AJ-8207, C-AJ-8208, C-AJ-8209,  
C-AJ-8210, C-AJ-8211, C-AJ-8250, C-AJ-8252, C-AJ-8316, C-AJ-8355, C-BJ-1045,  
C-BJ-4025, C-BJ-4026, C-BJ-8013, C-BJ-8014, F-A-0005, F-A-0006, F-A-0040, F-A-0048,  
F-A-1192, F-A-1222, F-A-2310, F-A-3071, F-A-3007, F-A-3019, F-A-3033, F-A-3090,  
F-A-3091, F-A-7018, F-A-7026, F-B-1042, F-B-4006, F-C-8059, F-C-8060, W-J-0007,  
W-J-0008, W-J-1245, W-J-2190, W-J-2238, W-J-2241, W-J-2242, W-J-2255, W-J-3036,  
W-J-3060, W-J-3074, W-J-3092, W-J-3110, W-J-3111, W-J-3112, W-J-3168, W-J-3188,  
W-J-4016, W-J-4027, W-J-4029, W-J-4048, W-J-4049, W-J-4050, W-J-4060, W-J-4072,  
W-J-6003, W-J-8007, W-J-8008, W-J-8016, W-J-8018, W-J-8034, W-J-8035, W-J-8047,  
W-J-8048, W-J-8050, W-J-8051, W-L-0014, W-L-0015, W-L-0023, W-L-0042, W-L-0043,  
W-L-1175, W-L-1410, W-L-1497, W-L-2443, W-L-2559, W-L-2567, W-L-2568, W-L-2584,  
W-L-3065, W-L-3079, W-L-3111, W-L-3112, W-L-3185, W-L-3213, W-L-3220, W-L-3226,  
W-L-3230, W-L-3231, W-L-3232, W-L-3233, W-L-3234, W-L-3273, W-L-3320, W-L-3335,  
W-L-3382, W-L-3396, W-L-4011, W-L-4019, W-L-4038, W-L-4048, W-L-4049, W-L-4050,  
W-L-4081, W-L-6017, W-L-7277, W-L-8013, W-L-8014, W-L-8015, W-L-8035, W-L-8059,  
W-L-8065, W-L-8087, W-L-8093, W-L-8094, W-L-8095, W-L-8098, W-L-8152. 
 
CP 620 Fire Foam for use in Joint System No. HW-D-0906. 
 
CP 620 Fire Foam for use in Through-Penetration Firestop System Nos.  
C-AJ-1382, C-AJ-1388, C-AJ-1449, C-AJ-2392, C-AJ-2409, C-AJ-2565, C-AJ-2566, 
C-AJ-4054, C-AJ-4083, C-AJ-4094, C-AJ-6036, C-AJ-8096, C-AJ-8107, C-AJ-8110,  
C-AJ-8180, C-AJ-8209, C-AJ-8210, C-BJ-1047, W-J-0006, W-J-1116, W-J-1123, W-J-1245, 
W-J-2255, W-J-3074, W-J-3188, W-J-4029, W-J-4030, W-J-4072, W-J-6003, W-J-8016,  
W-J-8017, W-J-8047, W-J-8050, W-J-8051, W-L-0012, W-L-1249, W-L-1289, W-L-1497,  
W-L-2584, W-L-3185, W-L-3226, W-L-3382, W-L-4034, W-L-4038, W-L-4081, W-L-6017,  
W-L-8013, W-L-8014, W-L-8019, W-L-8035, W-L-8087, W-L-8094, W-L-8095, W-L-8152. 
 
CP 660 Firestop Foam for use in Through-Penetration Firestop System Nos. C-AJ-1664, 
C-AJ-4083, C-AJ-4094, W-J-1245, W-J-1327, W-J-2255, W-J-3074, W-J-3188, W-J-4029,  
W-J-4072, W-J-6003, W-J-8016, W-J-8047, W-J-8050, W-J-8051, W-L-1497, W-L-1603,  
W-L-2584, W-L-3185, W-L-3226, W-L-3382, W-L-4038, W-L-4081, W-L-6017, W-L-8013,  
W-L-8035, W-L-8087, W-L-8094, W-L-8095, W-L-8152. 
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CP 636 Mortar for use in Through-Penetration Firestop System Nos.  
C-AJ-1140, C-AJ-4017 and C-AJ-6006. 
 
CP 637 Mortar for use in Through-Penetration Firestop System Nos.  
C-AJ-0074, C-AJ-0081, C-AJ-0082, C-AJ-1140, C-AJ-2630, C-AJ-3282, C-AJ-4017,  
C-AJ-6006, C-AJ-7029, C-AJ-7030, C-AJ-8095, C-AJ-8177, C-BJ-1049, F-A-1051, W-L-1247, 
W-L-1248. 
 
CP 648E (Product number may be suffixed to denote size) Wrap Strip for use in Through-
Penetration Firestop System Nos.  
C-AJ-2294, C-AJ-2304, C-AJ-2305, C-AJ-2336, C-AJ-2337, C-AJ-2342, C-AJ-2343,  
C-AJ-2371, C-AJ-2372, C-AJ-2392, C-AJ-2393, C-AJ-2402, C-AJ-2409, C-AJ-2419,  
C-AJ-2420, C-AJ-2434, C-AJ-2435, C-AJ-2468, C-AJ-2599, C-AJ-2613, C-AJ-2639,  
C-AJ-2667, C-AJ-2674, C-AJ-2677, C-AJ-2712, C-AJ-2770, C-AJ-2830, C-AJ-2831,  
C-AJ-2835, C-AJ-2887, C-AJ-2897, C-AJ-2898, C-AJ-2937, C-AJ-5320, C-AJ-5341,  
C-AJ-5342, C-AJ-5352, C-AJ-5385, C-AJ-5444, C-AJ-5457, C-AJ-8096, C-AJ-8107,  
C-AJ-8177, C-AJ-8209, C-AJ-8211, C-AJ-8334, C-AJ-8335, C-AJ-8336, C-AJ-8355,  
C-BJ-2011, C-BJ-2012, C-BJ-2013, C-BJ-2016, C-BJ-2017, F-A-2067, F-A-2068,  
F-A-2089, F-A-2143, F-A-2154, F-A-2156, F-A-2421, F-C-2189, F-C-2205, F-C-2230,  
F-C-2231, F-C-2232, F-C-2401, F-C-2516, F-C-2524, F-C-2526, F-E-2027, F-E-2059,  
F-G-2002, F-G-2003, F-G-3001, W-J-2069, W-J-2070, W-J-2071, W-J-2101, W-J-2107,  
W-J-2115, W-J-2120, W-J-2121, W-J-2191, W-J-2218, W-J-2255, W-J-2332, W-J-2336,  
W-J-2397, W-J-2399, W-J-5057, W-J-5058, W-J-5122, W-J-5145, W-J-5152, W-J-5193,  
W-J-5192, W-J-5195, W-J-5213, W-J-8017, W-J-8044, W-J-8045, W-J-8051, W-J-8056,  
W-L-2043, W-L-2232, W-L-2234, W-L-2235, W-L-2236, W-L-2284, W-L-2295, W-L-2315,  
W-L-2335, W-L-2340, W-L-2341, W-L-2344, W-L-2411, W-L-2444, W-L-2447, W-L-2453,  
W-L-2510, W-L-2546, W-L-2583, W-L-2584, W-L-2593, W-L-2602, W-L-2604, W-L-2677,  
W-L-2683, W-L-2694, W-L-2741, W-L-2768, W-L-2818, W-L-2842, W-L-2844, W-L-5125,  
W-L-5126, W-L-5224, W-L-5225, W-L-5294, W-L-5303, W-L-5335, W-L-5344, W-L-5346,  
W-L-5347, W-L-5379, W-L-5382, W-L-5383, W-L-8019, W-L-8081, W-L-8082, W-L-8095, 
W-L-8098, W-L-8105, W-L-8152. 
 
CP 648S (Product number may be suffixed to denote size) Wrap Strip for use in Through-
Penetration Firestop System Nos.  
C-AJ-1572, C-AJ-2342, C-AJ-2371, C-AJ-2372, C-AJ-2406, C-AJ-2488, C-AJ-2565,  
C-AJ-2566, C-AJ-2569, C-AJ-8177, C-BJ-2013, F-B-2029, F-C-2189, F-C-2205, F-C-2335,  
F-C-2516, F-E-2029, F-E-2059, W-J-2071, W-J-2101, W-J-2205, W-L-2235, W-L-2044,  
W-L-2471, W-L-2583. 
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CP 658T Firestop Plug for use in Through-Penetration Firestop System Nos.  
C-AJ-0097, C-AJ-2660, C-AJ-3216, W-J-2242, W-L-0013, W-L-0018, W-L-0019, W-L-2568, 
W-L-3224, W-L-3272, W-L-3277. 
 
CFS-S SIL GG for use in Joint System Nos.  
BW-S-0001, BW-S-0002, BW-S-0023, BW-S-0059, CJ-D-0008, CJ-D-0009, CJ-D-0010,  
CG-S-0003, FF-D-0096, FF-D-0097, FF-D-1011, FF-D-1039, FF-D-1047, FF-D-1125,  
FF-D-1126, FW-D-0066, FW-D-0067, FW-D-1011, FW-D-1037, FW-D-1046, FW-D-1047, 
 FW-D-1092, FW-D-1093, HW-D-0702, HW-D-0046, HW-D-0076, HW-D-0080, HW-D-0082, 
HW-D-0084, HW-D-0118, HW-D-0119, HW-D-0120, HW-D-0184, HW-D-0209, HW-D-0342, 
HW-D-0528, HW-D-0529, HW-D-0530, HW-D-0632, HW-D-0633, HW-D-0703, HW-D-0704, 
HW-D-0823, HW-D-0908, HW-D-0947, HW-D-0957, HW-D-0958, HW-D-1008, HW-D-1011, 
HW-D-1012, HW-D-1042, HW-D-1103, HW-D-1104, HW-D-1125, HW-D-1141, WW-D-0040, 
WW-D-0140, WW-D-0141, WW-D-1011, WW-D-1047, WW-D-1128, WW-D-1129,  
WW-S-0042, WW-S-0048, WW-S-2003, WW-S-2004, WW-S-2007, WW-S-3004,  
WW-S-3005, WW-S-3008. 
 
CFS-S SIL GG Sealant for use in Through-Penetration Firestop System Nos.  
C-AJ-0141, C-AJ-0142, C-AJ-1149, C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1158,  
C-AJ-1177, C-AJ-1421, C-AJ-1425, C-AJ-1498, C-AJ-1597, C-AJ-1610, C-AJ-1630,  
C-AJ-2094, C-AJ-2109, C-AJ-2110, C-AJ-2234, C-AJ-2271, C-AJ-2272, C-AJ-2304,  
C-AJ-2337, C-AJ-2342, C-AJ-2372, C-AJ-2469, C-AJ-2488, C-AJ-2567, C-AJ-2675,  
C-AJ-2676, C-AJ-2827, C-AJ-3070, C-AJ-3193, C-AJ-3285, C-AJ-5048, C-AJ-5184,  
C-AJ-7046, C-AJ-7084, C-AJ-7149, C-AJ-7150, C-AJ-7151, C-AJ-7152, C-AJ-7153,  
C-AJ-7154, C-AJ-7192, C-AJ-8218, C-BJ-2011, C-BJ-2013, F-A-0008, F-A-0012, F-A-1136, 
F-A-1202, F-A-1217, F-A-1218, F-A-1222, F-A-2411, F-A-5047, F-A-5083, F-A-5084,  
F-A-5085, F-B-0005, F-B-1034, F-B-2061, F-C-7056, F-G-1001, W-J-1028, W-J-1168,  
W-J-3060, W-J-5134, W-J-7021, W-J-7022, W-L-0023, W-L-1092, W-L-1170, W-L-1360,  
W-L-1410, W-L-2768, W-L-3048, W-L-3320, W-L-3413, W-L-5257, W-L-7155, W-L-7213,  
W-L-7214, W-L-7271, W-L-7272. 
 
CFS-S SIL SL for use in Perimeter Fire Containment System Nos.  
CW-D-1003, CW-D-2026, CW-S-2027, CW-S-2029, CW-S-2031. 
 
CFS-S SIL SL for use in Joint System Nos.  
FF-D-0096, FF-D-0097, FF-D-1011, FF-D-1039, FF-D-1047, FF-D-1125, FF-D-1126,  
FW-D-0067, FW-D-1011, FW-D-1037, FW-D-1047,  
FW-D-1092, FW-D-1093. 
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CFS-S SIL SL Sealant for use in Through-Penetration Firestop System Nos.  
C-AJ-0141, C-AJ-0142, C-AJ-1149, C-AJ-1150, C-AJ-1151, C-AJ-1152, C-AJ-1158,  
C-AJ-1177, C-AJ-1421, C-AJ-1425, C-AJ-1498, C-AJ-1597, C-AJ-1610, C-AJ-1630,  
C-AJ-2094, C-AJ-2109, C-AJ-2110, C-AJ-2234, C-AJ-2271, C-AJ-2272, C-AJ-2304,  
C-AJ-2337, C-AJ-2342, C-AJ-2372, C-AJ-2469, C-AJ-2488, C-AJ-2567, C-AJ-2570,  
C-AJ-2675, C-AJ-2676, C-AJ-2827, C-AJ-3070, C-AJ-3193, C-AJ-3285, C-AJ-5048,  
C-AJ-5184, C-AJ-7046, C-AJ-7084, C-AJ-7149, C-AJ-7150, C-AJ-7151, C-AJ-7152,  
C-AJ-7153, C-AJ-7154, C-AJ-7192, C-AJ-8218, C-BJ-2011, C-BJ-2013, F-A-0008, F-A-0012, 
F-A-1136, F-A-1202, F-A-1217, F-A-1218, F-A-1222, F-A-2411, F-A-5047, F-A-5083,  
F-A-5084, F-A-5085, F-B-0005, F-B-1034, F-B-2061, F-C-7056, F-G-1001. 
 
CFS-D 1" Firestop Putty Disc for use in Through-Penetration Firestop System Nos.  
F-C-1168, F-C-2432, F-C-3110, F-E-2051, W-J-1248, W-J-2267, W-J-3215, W-J-3260,  
W-J-3261, W-L-1506, W-L-2605, W-L-3414, W-L-3415, W-L-3441, W-L-3446, W-L-3447. 
 
CFS-D 1" Firestop Putty Disc for use in Through-Penetration Firestop System Nos.  
HW-D-0825, WW-D-0220. 
 
CP 606 Flexible Firestop Sealant for use in Wall and Partition Design Nos. U211, U071. 
 
CFP-ES Endo-Shield for use in Through-Penetration Firestop System No(s).   
C-AJ-3386, C-AJ-5450, F-A-1207, F-A-1220, F-A-3087, F-G-1001, W-L-5381, W-L-7324 
 
The latex firestop products below have been investigated to ASTM C1241, "Standard Test 
Method for Volume Shrinkage of Latex Sealants During Cure," at 73°F ± 3.6°F (23°C ± 2°C) 
and 50% ± 5% relative humidity. 
 

Product Name Average Volume Shrinkage Value 

CP 606 Flexible Firestop Sealant 22.2 % 

FS-One Sealant 24.1 % 

CFS-SP WB Firestop Joint Spray 51.1% 

 


